
Slab Lifting

Crack Injection

Curtain Wall Grouting

Alchemy-Spetec manufactures the AP Lift 430, 440 and 475 polyurethane lifting foams for slab 
jacking and structure lifting.  Among the most dependable products for jacking and leveling 
concrete slabs, these two-component, high-strength, hydro-insensitive structural foams serve 
as an extremely effective solution for contractors.

Alchemy-Spetec manufactures the Spetec PUR F400, Spetec PUR GT350, Spetec PUR H100, Spetec PUR 
H200 and Spetec PUR GT500 polyurethane resins for leak seal.  From hairline concrete cracks to gushing 
leaks, virtually any defect can be sealed with this series of polyurethane resins.

Alchemy-Spetec manufactures the Spetec PUR F1000, Spetec PUR H100 and Spetec PUR H200 
polyurethane resins for curtain wall grouting.  Curtain wall grouting is often required when cracks 
cannot be identified, when the walls are made of material that does not respond well to crack 
injection (such as masonry, stone and CMU), and when previous leak seal methods have failed.  
In the photos above, you’ll see a simplified overview of the curtain wall grouting process. 
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Soil Stabilization

Seawall Repair

Alchemy-Spetec manufactures AP Fill 700 and Spetec PUR H100, semi-rigid hydrophobic
polyurethane foams that react with moisture in the soil and expand to fill voids while
they permeate sandy soil to form a solid, strong, watertight mass. They have been used exten-
sively in seawall applications to seal cracks, voids and defects (as well as for filling voids and
stabilizing soil).

Alchemy-Spetec manufactures AP Soil 600, Spetec PUR H40 and AP SoilGel 200. These prod-
ucts solve the spectrum of soil stabilization issues you might face on the job. Once the bearing 
capacity of the soil has been increased with this
process, then the structure can be lifted if necessary.

Waterstop
Spetec ITS Kit
The Spetec ITS Kit is a complete in-
jection tubing system for sealing of 
construction joints in concrete. It 
can also be used to seal cold joints, 
expansion joints, pipe penetra-
tions, and tunnel segment joints. 
In addition, this kit can be used as 
a primary waterstop system. 

Spetec SST500
This is a black hydrophilic syn-
thetic waterproofing strip. Spe-
tec SST500 swells up to 500% 
of its original size upon contact 
with water and is used to seal 
pipe penetrations as well as 
wall/floor joints.

Spetec WT400
This is a caulk designed to 
swell and/or expand in the 
presence of water.  It is safe 
for marine environments and 
can be applied under water. 
Spetec WT400 is used to seal 
pipe penetrations, wall joints, 
and sheet pile joints.

Structural Repair
Epicol INJ LV
Epicol INJ is a low-viscosity epoxy resin for struc-
tural bonding of cracks and micro cracks in dry or 
wet concrete. Can be used as glue for bonding and 
anchoring.

Epicol INJ LV
Epicol T is a putty with a simple mixing ratio suitable 
for filling and moulding. Can be applied underwater 
and sticks to wood, stone, concrete and metal.


